
����������������

COPPER PATCH PANELS 

1. *dentiGication: *.D. Plate: PC Transparent color 
Xith paper

2. Panel: SPCC. 1.6 mm thickness Xith Black
 	RAL ����
 Colour painted

�. R+4� +ack:

)ousinH: PBT� (lass 'iber UL�47-� Contact 

Bracket: PBT�(lass 'iber UL�47-� 

          Black Color

4. R+4� +ack Contact:

.aterial: Phosphor Bron[e Xith Nickel plated 

'inish: �� micro-inch (old plated on PluH 

contact area

�. *DC:

)ousinH: PC UL�47-�

Terminal: Phosphor Bron[e Xith Tin plated

6. +ack Bracket Set: ABS
�. Support Bar: SSPCC 1.6 mm thickness 

Xith Black 	RAL ����
 Colour painted
8. PCB: 'R4 UL �47-�

1. T�68A � T�68B XirinH scheme

2. *nsertion Gorce: 2�N maY. 	*&C 6�6��-�-4


�. Retention strenHth: �.� kH betXeen Kack and pluH

4. 0peratinH temperature: -1�oC to 6�oC 

	*S0�*&C 118�1 ANS*�T*A�&*A �68B.2


�. LiGe 	matinH cycles
:

+ack: ��� cycle�s min 	*S0�*&C 118�1 *&C 

6�6��-�-4
 *DC: suitable Gor 22-26 A8( 

stranded and solid Xire compatible Xith both 

11�� Krone punch doXn tools

6. The Cat6 transmission perGormance is in 

compliance Xith the ANS*�T*A�&*A �68C.2 

standard

�. SiY port modules applied

NPP-C61BLK241

NPP-C61BLK481

Product No. Color

Black

Description

Cat6 UTP 24 Port Loaded Patch Panel

Cat6 UTP 48 Port Loaded Patch PanelNPP-C61BLK481

NPP-C61BLK241

Black

ABS:  

PC:  

SPCC:  

Acrylonitrile Butadiene Styrene 
Polycarbonate 
Steel Plate Cold Rolled 
Commercial

SPECIFICATIONS PERFORMANCE

ORDERING INFORMATION

• Six Port RJ45 modules applied

• ID stripes for identifying port allocations

• IDC: suitable for 22-26 AWG stranded and solid 

wire

• Compatible with both 110& Krone punch down 

tools

• Improved cable Management with optional cable 

management bar

• Available in 1U and 2U

CATEGORY 6 

UTP PATCH PANEL

NPP-C61BLKXX1




